
Coldstore Range 
Print & Apply in Freezing Conditions  
— Even at -30°C (-22°F )

Premium quality, proudly 
developed and manu -
factured in Sweden to 
endure the harshest 

conditions.

Unmatched Reliability in Freezing Environments 

When the temperature drops, reliability is everything. Whether it’s cold chain logistics, 
pharmaceuticals or food, one thing remains true: The cold chain must never be broken. 
Evolabel’s new Coldstore Range is designed, engineered, manufactured, tested, and ve -
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Every product undergoes rigorous testing in Evolabel’s state-of-the-art climate cham -
ber, where temperature and humidity are precisely controlled to replicate the harshest 
real-world scenarios — ensuring long-term reliability and consistent performance.

Ensuring precise labeling in extreme 
conditions from -30°C to +40°C (-22°F 
to 104°F) in pharmaceuticals, food pro-
duction, or cold chain logistics.

Space-saving, compact solution 
eliminating bulky and expensive 
heating cabinets or enclosures. 

All Evolabel products are premium-built 
with durable materials and minimal wear 
parts, ensuring long-lasting performance 
while reducing maintenance and total cost 
of ownership.

Unmatched reliability at -30°C/-22°F

Just like every Evolabel solution, the 
Coldstore Range meets the same high 
safety standards. It is designed to work 
when others fail, offering peace of 
mind.

Built with safety in mind

Up to 50% smaller footprint

Robust, low-wear parts design 
ensures high operational reliability 
and quick maintenance, minimizing 
downtime and operator exposure 
in freezing cold environments.

Quick and Easy Maintenance Sustainable by design

Coldstore’s new intelligent software auto-
matically adjusts to ambient conditions, 
ensuring optimal performance at all times. 

Advanced software, optimal performance

Evolabel products supports everything from advanced stand-alone functionality to integration with the JSON API and 
other well-known interfaces (ZPL, PDF, XML, Modbus, digital I/O). With the Coldstore product range, you will get rugged 
products and peripherals that work seamlessly in the harshest environments.  

Effortless integration, faster deployment

Precision Labeling. 
Redefined for the Freezing Cold.



Efficient, flexible and safety oriented tamp solutions, 
allowing seamless adaptation between different 
product types and heights. 

The Applicator features a lightweight yet rigid aluminum 
profile that supports adjustable stroke lengths ranging 
from 150 mm (5.9”) up to 650 mm (25.6”). 

Its long, controlled stroke length, in combination with 
precise stepper motor control, makes it ideal for side, 
top, and also pallet labeling, accommodating various 
package sizes with high accuracy and operational 
safety.

The Applicator is stepper motor driven instead of 
pneumatics, the eTamp offers enhanced safety, 
reduced weight, and increased precision. 

If an obstruction, such as a hand, is detected, the 
Applicator automatically stops to prevent injury. 

Offers greater flexibility and quicker, easier installation, 
with left and right installation options available under 
the same Part No. and configurable conveyor direction 
— Left to Right or Right to Left

Specifications

FlexWipe® Motorized Stand XL
Pallet Labeling System

eTamp Applicator

Compatible Printers: D43 CS, D63 CS

Label positions: From side, from above

Applicator technology: Linear mechanical (electric) 
movement for labeling stationary objects

Label size D43 (WxL mm): 80 x 25 to 116 x 240

Label size D63 (WxL mm): 100 x 25 to 176 x 240

Apply distance: 0– max apply distance 120, 270, 
470 and 620 mm

Pallet labeling system for 1, 2 or 3 side labeling
FlexWipe® available in arm length: 350 mm (13.78”)

Label on rough, uneven, and cold surfaces

Print technology: Direct Thermal         

Label size (WxL mm): 100 x 43 to 158 x 240 mm

Enhance safety, maximize throughput, ensure traceability, 
and stay flexible — all within a compact footprint of less 
than 1 sq m, including the stand.

It features high capacity, labeling up to 5 pallets per minute, 
with label roll changes in under 1 minute. With the 
Motorized Stand XL, stacked pallets are labeled using a 
single system. With safety in focus, the system constantly 
monitors movement and immediately stops in the event of 
unexpected obstacles, loss of power or compressed air. It 
features a unique tactile arm and a pivotable machine mount, 
both designed to steer away — enhancing operational safety.

The patented Multi Side, FlexWipe® Applicator 360 degree 
motion allows the same configuration to apply labels on 
either of the two adjacent sides within 12 seconds, including 
barcode validation. With a second pallet stop, a third side 
can also be labeled, providing unmatched flexibility and 
efficiency.

Stack pallets and place labels in a column 

Add-on: Incomplete Pallet Detection; labeling partially 
loaded pallets

Add-on: Dependable Code Validation

Automatically label on varying heights with an 
adjustable range of up to 1.6 m (5’3”)

With built-in brushes, every label adheres well

Specifications

FlexWipe® is also 
available with fixed 

stand up to 
2m (6’7”)

PLEASE 
NOTE

1.6 m (5’3”) 
adjustable height 

- maximum labeling 
height up to 
2.6 m (8’6”)


