
Imperia

Maximum Production per 
Hour

Maximum Production per 8 
Hours

Power Supply

Peak Power Consumption

Machine Length

Machine Width

Machine Heigth

Machine Weight

Printing Method

Print Resolution

Label Width

Label Length

Label Sensor Type

Label Types

Label Thickness

Label Roll Diameter

Label Roll Winding

Ribbon Max. Length

Ribbon Max. Diameter

Ribbon Roll Winding

Printer Interfaces and 
protocols

Metric

Printer Optional Interface

Printer Remote Access

Supported printer 
protocols

up to 350 pcs.
depending on label length and print 

up to 2800 pcs.
depending on label length and print 
resolutionresolution

100-240V AC, 50/60Hzresolution

0,48 kWh

600mm

600mm

1200mm

60kg

Direct Thermal / Thermal Transfer

8 dots/mm Upon request:  12 dots/mm,  24 dots/mm

22 – 104 mm

10 – 150mm

I-mark Sensor and Label Gap Sensor

Roll die-cut labels, Plain paper or, synthetic paper

0.060 – 0.268 mm

Max. Ø265mm
Chuck diameter: Ø76mm or Ø101mm

Face In / Face Out.
No Setting Change Required

600 m
450 m when ribbon width is 39.5 mm

690 mm
Chuck diameter: Ø25,4mm

Face In / Face Out.
No Setting Change Required

Wireless LAN, WiFi Certified, WiFi Direct, IEEE 802.11 
a/b/g/n/ac Dual Band (2.4GHz, 5GHz),
Security: WEP, WPA, WPA2, Dynamic WEP, DHCP 
Option 81. Bluetooth Ver. 3.0

SNMP Ver.3, HTTPs

Standard: SBPL (SATO Barcode Printer Language)
Emulation Language: Auto detect – SZPL, SDPL, 
SIPL, STCL, SEPL

up to 350 pcs.
depending on label length and print 

up to 2800 pcs.
depending on label length and print 
resolutionresolution

100-240V AC, 50/60Hzresolution

0.48 kWh

23.7in

23.7in

47.4in

132lb

Direct Thermal / Thermal Transfer

203 dpi, Upon request:, 305 dpi, 609 dpi

0.87 – 4.09in

0.39 – 6in

I-mark Sensor and Label Gap Sensor

Roll die-cut labels, Plain paper or, synthetic paper

0.002in – 0.011in

Max. Ø10.43in
Chuck diameter: Ø3.0in or Ø4.0in

Face In / Face Out.
No Setting Change Required

1968.5’
1476.4’ when ribbon width is 1.55”

3.5in
Chuck diameter: Ø1in

Face In / Face Out.
No Setting Change Required

USB 2.0 (Type A & B), RS232C, IEEE1284, EXT, NFC, 
Ethernet (IPv4/v6) supporting:TCP/IP, LPR, FTP,
SNMPv3, NTP, HTTP, DHCPv4, Stateless Auto 
Configuration,
Stateful Auto Configuration (DHCPv6)

Wireless LAN, WiFi Certified, WiFi Direct, IEEE 802.11 
a/b/g/n/ac Dual Band (2.4GHz, 5GHz),
Security: WEP, WPA, WPA2, Dynamic WEP, DHCP 
Option 81. Bluetooth Ver. 3.0

SNMP Ver.3, HTTPs

Standard: SBPL (SATO Barcode Printer Language)
Emulation Language: Auto detect – SZPL, SDPL, 
SIPL, STCL, SEPL

USB 2.0 (Type A & B), RS232C, IEEE1284, EXT, NFC, 
Ethernet (IPv4/v6) supporting:TCP/IP, LPR, FTP,
SNMPv3, NTP, HTTP, DHCPv4, Stateless Auto 
Configuration,
Stateful Auto Configuration (DHCPv6)


