SPA CIP 125W
P66 LASER

Reliability in wash down and other
wet and dusty environments
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The SPA CIP 125W IP66 laser marker is the fastest laser marking system in the market, designed to be installed in any labeling
system (Krones, KHS...) prepared to be able to print up tu 2500 characters / sec.

MAIN FEATURES

« Power range: 125 W » Optical configuration: beam expander, focal lens 100x100 (std)
* Available in IP66 and UHS * Galvo head: UHS

« Beam exit: SPLIT HEAD ¢ Air cooled

« Software: Linux-Scanlinux, Marca e Articulated arm

TECHNICAL SPECIFICATIONS

Wavelength 10.6 / 9.3 microns
Average power 125 W

Model SPA CIP 125 IP66

Max marking speed UHS: 2500 chts./sec.

Lens (standard) 100 x 100 mm
Dimensions Head : 94,5 x 139 x108mm

C. Unit: 450 x 279.5 x1048 mm
Touch: 200 x 80 x 300 mm

Power requirements 236 VAC
Cooling Air
User interface Touch screen, PC

SPA CIP 125W IP66 by MACSA

Versatile. Reliable. Powerful.

000

MACSA ID, S.A.

Pl. Pla de Santa Anna - 08272 Sant Fruités de Bages - Barcelona - Spain
T.+34 93 873 87 98 - macsa@macsa.com - www.macsalaser.com



